
All Diesel Generators Are Inspected And Tested Prior To Dispatch

Stock Number Set Serial Number
Set Manufacturer Year Of Manufacture
Set Model Price

Date Into Stock
kVA - Prime 
kW - Prime Open / Skid
kVA - Standby Sound Attenuated
kW - Standby Containerised
Volts Sound Level 75% @ 7m
Hz Length mm
Amps @ Standby rating Width mm
Make Height mm (excl exhaust)
Model Height mm (incl exhaust)
Serial No: Colour
RCD Condition
MCB | ACB Lighting    AC / DC
PMG | AREP Bunded Floor
Heater

Weight - Kg
Make Centre Point 
Model Corner Lifting Points
Serial No: Forklift Pockets
Hours Trailer
Exhaust Type
Bellows Make
Voltage LED / Analog
Batteries / Battery Type Hour Meter
Battery Isolator Oil
Water Jacket Heater Water
Lube oil top up Battery
Racor Filter Amp
3 Way Fuel Valve Volts
Fire Drop Valve Hz

AMF - Parallel
Skid / Free Standing Battery Charger
Single Skin / Bunded
Capacity Litres Sockets
Capacity Hours @ 75%
Fuel Gauge
Transfer Pump

Asset Data Information

Alternator Data
Enclosure Data

Lifting Data / Chassis

Control Panel Data

Engine Data

Additional Data

Fuel Tank Data

Warranty

XP550116 8U12KU061

Scania 2017
AKRS-555B £39,750.00

August 2023

550

440 Skid

605 Yes

484 No

400 -

50 4450

764 1700

Linz 2900

PRO 35SD/4 3000

3517030806 Yellow & Black

No Good

ACB No

No Yes

No

5390 no fuel

Scania No

DC1644A On roof

1141456 No

256 No

In end of canopy

Yes Deep Sea 8610

24 LED

2 x Lead Acid Yes

No Yes

Yes Yes

No Yes

No Yes

No Yes
No Yes

Yes, to mains G99 relay

Skid Yes

Bunded

1450 No

-

Yes
No

Offered with a UK warranty of 3 months or 250 hours whichever first.

The set is fitted with a G99 protection relay for mains-to-parallel applications.

It provides adjustable voltage, frequency and loss of mains protections to safeguard both the distribution network
and the generators.


